GENERAL CHEMICAL CORPORATION
MATERIAL SAFETY DATA SHEET

SECTION I

	PRODUCT NAME OR NUMBER: MIDAS-STRIP 3092

	MANUFACTURER'S NAME

General Chemical Corporation

Only in the Event of CHEMICAL EMERGENCY

Spill, Leak, Fire, Exposure, or Accident Call

ADDRESS (number, street, city, state, zip)  

General Chemical Corp

12336 Emerson Dr.

Brighton,MI 48116.

248-587-5600, 

FAX 248-587-5606

703-527-3887 Call Collect from Outside U.S.A



	HAZARDOUS MATERIALS DESCRIPTION, PROPER SHIPPING NAME, HAZARD CLASS, HAZARD ID NO

Petroleum Distillate, N.O.S., Aromatic Solvent, UN 1268, III

	ADDITIONAL HAZARD CLASSES (as applicable):

	CHEMICAL FAMILY: Petroleum Hydrocarbon
	FORMULA: Non-Methylene Chloride Paint Remover


SECTION II - INGREDIENTS

	CAS REGISTRY NO.
	% WT.
	CHEMICAL NAME(S)

	64742-95-6
	80
	Aromatic Solvent


SECTION III - PHYSICAL DATA

	BOILING POINT:
	318°F
	SPECIFIC GRAVITY (H2O = 1):
	0.876
	VAPOR DENSITY (AIR =1)
	4.2

	VAPOR PRESSURE:    

@     68F         C       [X] mmHg  [  ]  psi
	4
	PERCENT VOLATILE BY VOL. (%):
	Above 95%
	EVAPORATION RATE (Butyl Acetate = 1):
	0.3

	SOLUBILITY IN WATER (WT%):
	<0.1
	PERCENT SOLID BY WEIGHT (%):
	<5%
	pH = (neat)      Approx.
	N/A

	APPEARANCE AND ODOR:  Clear liquid, characteristic odor.


	IS MATERIAL:
[LIQUID]     SOLID     GAS 

                                     PASTE     POWDER


SECTION IV - FIRE AND EXPLOSION HAZARD 

	FLASH POINT: (Method used ) Pensky-Martens closed cup
	FLAMMABLE LIMITS @ 77°F
	LEL
	UEL

	            108F                C
	
	1.9
	12.6

	EXTINGUISHING MEDIA: Water, Chemical Foam, Dry Chemical and CO2.

	FIRE FIGHTING PROCEDURES: Use water spray to cool fire exposed surfaces and to protect personnel. Isolate “fuel” supply from fire. Avoid spraying water directly into storage containers due to danger of boil over.

	UNUSUAL FIRE AND EXPLOSION HAZARDS: This liquid is volatile and gives off invisible vapors. Either the liquid or vapor may settle in low areas or travel some distance along the ground or surface to ignition sources. Electrostatic accumulation hazard, use proper grounding procedure.


SECTION V - HEALTH HAZARD DATA

	EFFECTS OF OVEREXPOSURE: EYES: Irritation. SKIN: Frequent or prolonged contact may irritate and cause dermatitis. INHALATION: High vapor/aerosol concentrations are irritating and may cause headaches, dizziness, anesthesia, drowsiness, unconsciousness, and other central nervous system effects.
	OCCUPATIONAL EXPOSURE LIMIT: 50 ppm total hydrocarbon based on the composition of petroleum naptha (CAS 64742-95-6).



	PRIMARY ROUTES OF ENTRY:  Inhalation [X]    Skin Contact [X]     Other (Specify)

	EMERGENCY AND FIRST AID PROCEDURES: EYES: Flush eyes with large amounts of water. Seek medical attention. SKIN: Flush with large amount of water. Use soap if available. Remove contaminated clothing. INHALATION: Using proper respiratory protection, immediately remove from exposure. Give artificial respiration if breathing is stopped. Seek medical attention. INGESTION: If swallowed, DO NOT induce vomiting. Seek medical attention.


SECTION VI - REACTIVITY DATA - MIDAS-STRIP 3092

	STABILITY
	UNSTABLE
	
	CONDITIONS TO AVOID:

	
	STABLE
	X
	

	INCOMPATIBILITY (Materials to Avoid): Strong acids and strong oxidizing agents.

	HAZARDOUS DECOMPOSITION PRODUCTS: Burning produces carbon monoxide and /or carbon dioxide.

	HAZARDOUS POLYMERIZATION
	MAY OCCUR
	
	CONDITIONS TO AVOID:

	
	WILL NOT OCCUR


	X
	


SECTION VII - SPILL OR LEAK PROCEDURES

	STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Eliminate sources of ignition. Prevent additional discharge of material. Do NOT allow spill to enter sewers, watercourses or low areas which lead to surface water. Contain spilled liquid with sand or earth. Do not use combustible materials such as sawdust. Remove from surface of water by skimming or with suitable absorbents. Consult an expert on disposal and to ensure conformity to local, state and federal regulations. Aromatic hydrocarbon (CAS 64742-95-6) is classified as an oil under Section 311 of the Clean Water Act  (40 CFR 110) and the Oil Pollution Act of 1990. Discharge or spills which produce a visible sheen on either surface water or in waterways/sewers which lead to surface water must be reported to the National Response Center at 800-424-8802.


SECTION VIII - SPECIAL PROTECTION INFORMATION

	RESPIRATORY PROTECTION (Specify Type):  NIOSH/MSHA  approved respirators may be necessary to prevent overexposure by inhalation.

	VENTILATION
	LOCAL EXHAUST: Local exhaust ventilation is recommended.
	SPECIAL:

	
	MECHANICAL
	OTHER:

	PROTECTIVE GLOVES (Specify Type):Wear chemical resistant gloves. Neoprene or rubber.
	EYE PROTECTION (Specify Type): Wear safety glasses with side shields.

	OTHER PROTECTIVE EQUIPMENT: Eye wash and safety shower.


SECTION IX - SPECIAL PRECAUTION

	PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: Electrostatic accumulation hazard, use proper grounding procedure. Keep container closed. Store in a cool, well ventilated place away from incompatible materials. Do not handle or store near an open flame, heat or other sources of ignition. 

	OTHER PRECAUTIONS: Do not store with strong acids or strong oxidizing agents.

	
	DATE ISSUED:  12-MAR-03
SUPERSEDES:   10-DEC-02  


Information presented herein has been complied to be dependable and is accurate and reliable to the best of our knowledge and belief, but is not guaranteed to be so.  Nothing herein is to be construed as recommending any practice or any product violation of any patent or in violation of any law or regulation.  It is the user's responsibility to determine for him/herself the suitability of any material for a specific purpose and to adopt such safety precautions as may be necessary.  We make no warranty as to the results to be obtained in using any material and, since conditions of use are not under our control, we must necessarily disclaim all liability with respect to the use of any material supplied by us.

