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TACKY-COAT 9996


TACKY OVEN COATING





INTRODUCTION:


Tacky-Coat 9996 is a temporary coating used in paint bake ovens to entrap loose soils and dirt that would otherwise adhere to freshly painted surfaces.





CHEMICAL AND PHYSICAL PROPERTIES:


Tacky-Coat 9996 is a viscous petroleum based product. It is a pale brown liquid.





						Specific gravity @ 20ｰC...................0.88


						Flash Point ......................................465ｰF


						Working Temperature (Max)...........250ｰF





APPLICATION:


Tacky-Coat 9996 is applied to the lower one-third to one-half of the oven walls and floor. It may be applied by string mop, paint roller or airless spray method. It should be applied evenly without making pools and puddles. After applying Tacky-Coat 9996, raise the oven temperature 25ｰF above the normal operating temperature for 5 to 8 hours. This will allow the tacky oven coating to set for its intended use.








ADVANTAGES:


Tacky-Coat 9996 improves paint finish quality by entrapping loose soil and dirt.


Free of any ash, flake or carbonizing condition at operating temperature.


Will not peel


Non-corrosive, non-hazardous


Effective for a long duration and cost effective


Easily removed using mild alkaline detergent and water.











YOUR PARTNER IN PERFORMANCE





The information presented herein is our interpretation of certain test results and field experience to date.  The information is not to be taken as warranty or representation for which we assume legal responsibility, nor as permission or recommendation to practice any patented invention without a license.  It is offered solely for your consideration, investigation and verification.


